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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Maintenance:

Preventative Maintenance Schedule:

e Daily:
o Check oil level and visually check for discoloration/contamination of the oil
= Light Amber Color = Okay
= Dark = Not Okay = Change oil
= Milky white = Water — Run pump against gas ballast (See below)

e Every 40-200 Hours:
o Ifinstalled Check and clean air intake filter
o Max of 4 blast air filter cleanings
= Anew filter should be installed if clogged
= A new filter should be installed annually

e Qil Change - Every 500-1000 Hours:
o Check Color and oil thickness to determine if a change is needed
= Qil part number
e 3SVPO-100

e Every 2000 Hours or at least 2 times per year:
o Replace oil separation element(s)

Vacuum Pump should be powered off when performing maintenance!
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Vacuum Pump Overview

. Oil Fill
Maintenance Information

Pump Tag

Oil Sight Glasses

Exhaust Port
Radiator Oil Cooler

Drain Plug Vacuum Connection
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223

Checking Oil

e Daily
o Check oil level and visually check for discoloration/contamination of the oil
= Light Amber Color = Okay
= Dark = Not Okay = Change oil
= Milky white = Water — Run pump against gas ballast (If installed)

Fig. 1 Fig. 2
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223

Changing Oil

1. Remove drain plug or open ball valve:
a. Completely drain oil
b. Drain plug = 12mm (7/16”)

2. A. - Only Becker Vacuum Pump oil to be used:

Fig. 4
Fig. 3 9

3SVPO-100

2. Fill with new oil:

Fill until % of the top sight glass is full:
Capacity:

U 4.400 = 3.70Gal

U4.630 = 3.70Gal

Fig.5
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Changing Separation Elements

Loosen the M8 screws on the top half of the maintenance cover only.

Top half only

Fig. 6 Fig.7
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Changing Separation Elements

Remove the 17mm nuts and pull out the elements
— T —— e

Fig. 9

7

53

5 Fig. 10
Remove both elements and install new
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Changing Separation Elements

Install the new elements and tighten the nuts back down

Make sure the drip flap is pointed down when reinstalling!

Fig. 12

Fig. 13

Configuration of separation element spring and disc

Fig. 14
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Changing Separation Elements

Place the maintenance cover back on and take care to align the bolts back up with the gasket before tightening down.
(Hand Tight - No Torque specs.)

Gasket part number = 00310026600
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Checking Coarse Separation elements

The Coarse Separators should only be changed if the oil condition was poor. (Thick Oil)

Make sure the pump is fully drained of oil before starting this step!

Loosen the M8 screws on the hottom half of the maintenance cover only.

Fig. 17

Loosen the MOmm Banjo Bolt hidden underneath the cover to free the scavenging line.

Fig. 18
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Checking Coarse Separation elements

Inspect the cork float for damage and replace if needed

Float Part number = 86780099559

Fig. 19

If the float chamber is filled with oil, remove and blow out the scavenging line with compressed air

Fig. 20
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Checking Coarse Separation elements

Use a flashlight to visually inspect the coarse elements

Fig. 21
Gasket part number = 00310126600

If the elements are damaged or saturated in thick oil, they need to be exchanged

Coarse Separator part number = 50600012900 (X3 in each pump)

Fig. 22

11
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223

Changing the External Air Filter

If the line is under full vacuum, open the purge valve located on the canister to release the built up vacuum

Closed Open

Fig. 23

Unlatch the canister to expose the filter element
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Changing the external air filter

Take off the 15mm bolt to remove the element

Fig. 26

Slide off the black foam and inspect the element
Only blow out the filter a couple of times!

Light should be visible through the element when clean

Fig. 27

Element part number = 84040122000
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Spare Parts Overview

Vacuum Pumps

Model CFM Max Vac. HP Oil Capacity
U 4.400 SA/K 299 1 Torr 15 3.70 Gal
U4.400 F 299 .075 Torr 15 3.70 Gal
U 4.630 SA/K 430 1 Torr 25 3.70 Gal
U4.630 F 430 .075 Torr 25 3.70 Gal

Maintenance Kits

U 4.400 33805M0000
U 4.630 338052M000 o
Included in Kit:
o Separation Elements
o Pump oil
o External Air Filter Cartridge
o Oil Filter

Click the Becker Logo for Operation instructions and Spare parts lists
Or

Visit www.Beckerpumps.com

RBECKER
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Accessory Options

1. Oil Temperature Monitor
a. Switch opens when the oil is too hot

2. Oil Level Switch
a. Opens when the oil level drops too low

3. Maintenance Indicator
a. Visual display of when the Separation elements need to be exchanged

4, Gas Ballast:
a. Removes built up moisture from the oil
i. 76870499626

15
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Troubleshooting

Smoking oil:

e Vacuum Level:

Your operation point does matter. Lubricated units love to run deep. If you reduce the vacuum level above
20"Hg, the air flow through the pump will become too much for the separation elements to handle.

The oil/air mist, will blow past the collection points and right out the exhaust port. Rule of Thumb - stay
between 20 - 29"Hg.

EJBECKER

Volume Flow

150 \

100k Vacuum oo

— 4. 250 60 Hz

« po,zin inHg

Ve in cfm —

St

=
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Troubleshooting

e Wrongoil:

Using the wrong viscosity oil will either cause damage, or the oil will blow directly out of the exhaust
port. Take a look here before moving on. You can order directly online!

-
T

Auto Oil

HEAVY-DUTY DIESEL ENGINE DL

ACEITE DE USO PESADD
PARA MOTORES DIESHL

__o —iﬂs!; 15W-40
—— . i et

=
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BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Troubleshooting

o Float chamber:

When debris is sucked into your pump, it will find its way to the float chamber. Inside, there is a cork float
with a pin on the bottom. Debris can plug up the small hole that allows the oil to re-enter the working
chamber. Once plugged, the chamber will fill with oil, and end up blowing out of the exhaust port. A quick
check and cleaning will solve your issue. (Below you will see a clogged float)

18

Phone: 330.928.9966 »Toll Free: 888.633.1083 » FAX: 330.928.7065 ¢ e-mail: info @beckerpumps.com * www.beckerpumps.com

Vacuum Pumps ¢ Low Pressure Compressors * Combined Vacuum/Pressure Pumps * Regenerative Blowers » Rotary Screw Pumps  Central Systems



-,Gan um; R

RBECKER

BECKER PUMPS CORP. ¢ 100 East Ascot Lane ® Cuyahoga Falls, Ohio 44223
Troubleshooting

o Separation Elements:

The elements are a maintenance point that should be checked and replaced at 2,000 hours. Refer to the
operation and spare parts manuals for more information.

The elements below are overloaded and can no longer do their job!

Change with Becker Genuine elements and be on your way!

Replace your elements with
Becker Genuine parts.

L
<= =

Look for the Logo!

| BECKER_]
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