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DIN EN ISO 11203
Accuracy Class 2
K

pA
 = 3 dB(A)

�1m

1 2

5 mm

No. 2

13 mm

248-335 kg
547-739 lbs

A > 400mm
A > 16" > 5°C/41°F

< 45°C/113°F

max.
800m

max. 90%
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PRESSURE
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MOTOR-PROTECTION

60Hz
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XXX / XXX V
XX / XX A
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XX / XX A

ON (I) 

MAX 6x/h 1 2

≥60s
OFF (0) 
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SUCTION
AIR

40h

200h
CLEANING
INTERVAL EN149 - FFP3

42 CFR 84 - N100

 
>100°C
>212°F

AIR

MAX

F1

2-3 Min

OFF
O

0 =OFF

I
O

n=0min-1

13

14

16

15

17



13

F1: D: 218 mm
 H: 122 mm
No.: 90951200000

F2: D: 211 mm
 H: 87 mm

No.: 90954100000

D

H

5

3000 h

F22F2

optional
en option
optionale
opcionalC
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DTLF 2.200/2.250 →  No. 90136701005 (SET)
DTLF 2.360 →  No. 90132500005 (SET)

MIN.
MAX.A

AMAX = 65mm
AMIN  = 41mm

A         < 41mm�

3000 h
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��

25x��(≈10g)
25x��

Special grease

No. 74330300000
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www.becker-international.com
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WWW.BECKER-INTERNATIONAL-SHOP.COM

Gebr. Becker GmbH
Hoelker Feld 29-31
42279 WUPPERTAL
GERMANY
info@becker-international.com
www.becker-international.com
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