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DIN EN ISO 11203
Accuracy Class 2
K,. =3 dB(A)

im

SV 200/1 (Pressure)
50/60 Hz, +175/+155 mbar
L, = 64.6/68.2 dB(A)

SV 200/1 (Vacuum)
50/60 Hz, -1 45/-165 mbar
L, =63.9/69 .2 dB(A)
SV 200/2 (Pressure)
50/60 Hz, +275/+300 mbar
L,a = 64.5/67.6 dB(A)
SV 200/2 (Vacuum)
50/60 Hz, -230/-2 45 mbar
Lo = 63.7/68 .4 dB(A)
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at the place of installation.

must be avoided.

The pump must be securely mounted

Physikal tension on the blower housing
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40°C/104°F
INLET AIR
0°C/32°F
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A>100mm | B>295mm
A>4" B> 11v%"
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B, max. 90%
28 kg
62 Ibs z‘
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A\ Frequency > 60Hz

Please consult
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PTC Bi-metal

ON ()=

OFF (0) =

MAX 10x/1,

TLrut

!H Hlllllll[’

G2

VACUUM




Maintenanece
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No.: 74000501000

No.: 90951070000
EN149 - FFP3
42 CFR 84 - N100 | |




Gebr. Becker GmbH

Hoelker Feld 29-31

42279 WUPPERTAL

GERMANY
info@becker-international.com
www.becker-international.com
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