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SV 300

 MAKE IT BECKER.



2 I SV 300

AIR

SV 300/1 (Pressure/Vacuum)
► 67 Hz, +235/-200 mbar

L
pA 

= 74.5/73.3 dB(A)

SV 300/2 (Pressure/Vacuum)
► 67 Hz, +380/-270 mbar

L
pA 

= 77.7/74.8 dB(A)

m3/h
mbar

Gebr. Becker GmbH
Hölker Feld 29
WUPPERTAL
GERMANY

www.becker-international.com

Made in germanyNo

year

A1234567

XX/20XX

type

frequency

power required

inlet capacity

XXX

XXX

speed XXX

XXX

XXX

pressure XXX

vacuum XXX

Hz

m3/h

mbar

mbar

kW

min-1

Compressor / vacuum pump

DIN EN ISO 11203
Accuracy Class 2
K

pA
 = 3 dB(A)

�1m

L
pA

1 2

49.5 kg
109 lbs

static inst.

The pump must be securely mounted 
at the place of installation. 
Physikal tension on the blower housing 
must be avoided.

dynamic installation 
not permitted

 
>100°C
>212°F

AIR

+p

PRESSURE

-p

VACUUM

optional
en option
optionale
opcional

B > 295mm
B > 11½"

max.
800m

40°C/104°F

40°C/104°F

0°C/32°F
INLET AIR

%

max. 90%

A > 100mm
A > 4"

optional
en option
optionale
opcional
+ Filter

B
-10°C/14°F
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L1 L3L2
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L1 L2 L3
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Circuit breaker
VAU 4/4 → C 16

VAU 7.5/3 → C 20

*)

VAU 4/4
VAU(w) 7.5/3
VAU 11-22/3

L1L2L3

0
2.5mm

i + Ser.-Nr.: ......
......

Input: ............V
..................... Hz
Output: 3~......
..................... Hz
IP...
Art.-Nr. VAU 4/4 ...
........
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VAU SV 300/1 � 
VAU SV 300/2 �

EN149 - FFP3
42 CFR 84 - N100

F1: PRESSURE
No.: 90959000000
No.: 90957300000
 

F2: VACUUM
   + PRESSURE 
No.: 90951030000

F1

VAU SV 300/1
VAU SV 300/2

SUCTION
AIR

40h

200h
CLEANING
INTERVAL

optional
en option
optionale
opcional

PRESSURE

MaintenanceMaintenanceMaintenance

F2

G 2

SUCTION
AIR

40h

200h
CLEANING
INTERVAL

optional
en option
optionale
opcional

VACUUM
PRESSURE

2-3 Min

OFF
O

0 =OFF

I
O

n=0min-1
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www.becker-international.com
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WWW.BECKER-INTERNATIONAL-SHOP.COM

Gebr. Becker GmbH
Hoelker Feld 29-31
42279 WUPPERTAL
GERMANY
info@becker-international.com
www.becker-international.com
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MAKE IT BECKER.

www.becker-international.com


